
dynafor TM LLZ2
At each efforts its rightful measure

The TRACTEL® dynafor™ LLZ2 is a precision industrial 
dynamometer to measure tensile forces or suspended loads.
This latest addition to the range of dynamometers has features 
and benefits that meet the requirements of its users.



QUALITY:
■■ Rugged and lightweight.
■■ Integrated LCD screen.
■■ Screen protected by strong protections side	

    and front.
■■ Battery life: 350 h.
■■ Safety factor> 4.

ERGONOMICS:
■■ Cut corners: risks minimized hooking during	

    lifting operations.
■■ Good readability: height of digits on the 

    LCD: 18 mm.

VERSATILITY:
■■ Wide range available: 1t to 20t.
■■ Usable in all positions, in 
combination with mooring of 
standard accessories.

■■ Sealing IP65 / NEMA 4: Allows use 
of the device outside.

■■ Temperature: -20 ° C to + 50 ° C.

ACCURACY:
■■ Designed to measure tension	

    efforts (Newtons) or suspended	
    mass (kg).

■■ Accuracy 0.3%.

dynafor TM LLZ2
Versatile, robust and reliable.

SPECIFICATIONS :

WLL* PRECISION +/- (kg) INCREMENT WEIGHT (kg)

1 t 3 1 0.75

3.2 t 9.6 5 0.93

6.3 t 18.9 10 1.44

12.5 t 37.5 20 3.22

20 t 60 50 4.95

TECHNICAL CHARACTERISTICS:
■■ Capacities from 1 000 to 20 000 kg.
■■ High precision: ± 0.3% of Full Scale.
■■ Supplied in plastic case with foam wedge.
■■ Complies with Directive 2006/42/EC.
■■ CE compliant.

OPTIONAL ACCESSORIES:
■■ Shackles.
■■ Clevis hook.
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* Working Load Limit

Precision and Traceability certified by 

Adjustment certificate on 5 steps

PMH International AB
Ekenäsgatan 6
Box 1514
271 00 Ystad

Tel. 0411-138 00
Fax. 0411-174 13
E-post: info@pmh.se
Hemsida: www.pmh.se

______________________________________________________________

©
 P

M
H

 In
te

rn
at

io
na

l A
B

.
R

ät
t t

ill
 k

on
st

ru
kt

io
ns

än
dr

in
ga

r f
ör

eb
eh

ål
le

s.



TECHNICAL CHARACTERISTICS AND DIMENSIONS:

A Strain value

B Measurement sign

C NET indicator (Net Value of the 
measurement)

D GROSS indicator (Gross Value of 
measurement)

E Peak Load Indicator

F Battery indicator

G Lbs unit indicator

H Kg unit indicator

I daN unit indicator

J Decimal point
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dynafor™

LLZ2

T

MODEL LLZ2
1 t

LLZ2
3.2 t

LLZ2
6.3 t

LLZ2
12.5 t

LLZ2
20 t

Maximum capacity t 1 3.2 6.3 12.5 20

Test load t 1.5 4.8 9.6 18.75 30

Safety factor 4

Precision
% 0.3% FS**

± kg 3 9.6 18.9 37.5 60

Increment kg 1 5 10 20 50

Maximum Display kg 110% of the W.L.L.*

Conversion Factor 1 kg = 0.98083 daN = 2.20462 Lbs

Dynamic effects filter by sliding average calculation in 2 seconds

Digit height mm 17.8

Autonomy 350 hours

Weight kg 0.75 0.93 1.44 3.22 4.95

IP protection IP 65

Working T° - 20°C to + 50°C

Sensor Material Aluminium

Measurements in 
mm

A 191 191 236 277 342

B 164 164 184 226 264

C 22 22 28 42 54

D 83.5 99.5 121.5 120.5 147

E 22 22 22 45 45

F 19.8 19.8 19.8 40.5 40.5

G 36.4 36.4 36.4 59.4 59.4

H 37.6 44.8 54.7 60 73.5
*: Working Load Limit
** : Full Scale
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