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 MAXIPARTNER - MX  

Industrial Manipulators

Max weight capacity	
900 Kg

Max radius	
4500 mm

Max vertical lift	
2200 mm

Supply
Compressed air 0,7 Mpa

Pneumatic Manipolator with rigid arms for heavy loads.
The pneumatic Manipulator Maxipartner is designed for handling particularly difficult off-set loads in a balanced 
condition, thus enabling the operator to work as effortlessly and safety as possible throughout the working 
area.
The compact, robust structure of the Maxipartner is ideally suited to the handling of espacially heavy loads.

TECNICAL FEATURES

FIXED OVERHEAD  MXF OVERHEAD TROLLEY 
MOUNTED MXSCOLUMN  MXC



EN ISO 9001: 2000

CERTIFICATO
N.44100 060832
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Maxipartner column mounted - MXC

No. 4 holes ø 25

Maxipartner overhead mounted - MXF

Compresed air
attachment point

Hole to be made on
the support

No. 12 holes 
ø 20

Support to be 
mounted by 
the customer

Maxipartner overhead trolley mounted - MXS

Min. overall 
dimensions

Ho le  ø  25  f o r 
supporting rod

Rods interaxis

Distance

Distance Rods interaxis

1400 mm 2000 mm

1600 mm 2200 mm

Min. overall 
dimensions
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dimensions

Distance limit 1600 mm

Distance limit 1400 mm

Vertical lift 1900 mm
Min. overall dimensions 2000 mm
Flange attachment height 4800 mm

Vertical lift 2200 mm
Min. overall dimensions 2000 mm
Max. overall dimensions 4900 mm

Vertical lift 1600 mm
Min. overall dimensions 2000 mm
Flange attachment height 4500 mm

Vertical lift 1600 mm
Min. overall dimensions 2000 mm
Max. overall dimensions.~4250 mm

Vertical lift 1900 mm
Min. overall dimensions 2000 mm
Max. overall dimensions~4550 mm

Vertical lift 2200 mm
Min. overall dimensions 2000 mm
Max. overall dimensions ~4850 mm

Vertical lift  1900 mm
Min. overall dimensions 2000 mm
Runway attachment height 5200 mm

Vertical lift 2200 mm
Min. overall dimensions 2000 mm
Max. overall dimensions 5400 mm

Vertical lift  1600 mm
Min. overall dimensions 2000 mm
Runway attachment height 4800 mm
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Max radius (mm)
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Weight 
capacity

(Kg)

Max radius (mm)

Min radius (mm)

Weight 
capacity

(Kg)

Max radius (mm)

Min radius (mm)

	 	 	
	 	 	

PMH International AB
Telefon 0411-138 00, 08-753 39 25
Telefax 0411-174 13, 08-753 08 02
E-post: info@pmh.se Hemsida: www.pmh.se


